ADDENDUM #1
TO SPEC. 04-252

PAVING DISTRICT NO. 2626
SW 27™ STREET FROM W. SOUTH STREET TO WEST A STREET

Addendum #1 to Spec. 04-252 for Paving District No. 2626, SW 27" Street from West
South Street to West A Street, bids to be opened on Wednesday, September 29, 2004 at
12:00 noon.

Please add attached Page 10 to Special Provisions.
All other terms and conditions to remain unchanged.

Dated this 23 ™ day of September, 2004.

Purchasing Department

Mary Matson
Assistant Purchasing Agent
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REINFORCED CONCRETE INLET AND OUTLET STRUCTURE

The reinforced conerete inlet and outlet structure shall be built as shown on the plans. Payment
for the concrete inlet and outlet structure shall be paid for at the contract unit bid price per each
for “Reinforced Concrete Outlet Structure (Complete)” and “Reinforced Concrete Inlet Structure
(Complete).” Such payment shall be full compensation for &1l labor, equipment, and material
necessary to construct the structures.

CORRUGATED METAL FIPE

Corrugated metal pipe shall be placed as shown on the plans and in accordance with Section 719
of the Nebraska Department of Roads 1997 Siandard Specifications for Highway Construction
and the 2001 Supplemental Specifications to the Standard Specifications for Highway
Construction. Payment for corrugated metal pipe shall be paid for at the contract unit bid price
per linear foot for “Build _ ” Corrugated Metal Pipe.” Such payment shall be full compensation
for all labor, equipment, and material necessary to construct the structures, including the
connecting band for culvert extension.
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